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Abstract

in detail.

Metal coating

The properties of fully complementary metal-oxide semiconductor (CMOS)-compatible metal-coated nanostructured
silicon anodes for Li-ion microbatteries have been studied. The one-dimensional nanowires on black silicon (nb-Si) were
prepared by inductively coupled plasma (ICP) etching and the metal (Au and Cu) coatings by successive magnetron
sputtering technique. The Cu-coated nb-Si show the most promising electrochemical performance enhancements for
the initial specific capacity as well as their cyclability compared to pristine nb-Si. The electrochemical and microstructural
properties before and after cycling of the metal-coated nb-Si compared to their pristine counterparts are discussed
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Background

Microbatteries are required to drive small devices, such
as smartcards, medical implants, and sensors. To date,
the electrochemical performances of these all-solid-state
batteries are limited because planar thin films are
employed as electrode and electrolyte materials. The
thickness of the stacking films is typically limited below
15 pm, and thus, the resulting battery reveals relatively
low power and energy densities. In order to develop im-
proved electrochemical performances, new materials and
complementary metal-oxide semiconductor (CMOS)-
compatible high-throughput manufacturing processes
are required. Large specific area substrates by nanoarchi-
tectured electrodes may therefore represent a promising
alternative to improve the general performances of these
micro power sources [1-3]. Among various anode mate-
rials in lithium-ion battery, Si has the highest theoretical
specific capacity (approximately 4,200 mAh g, Liy4Si),
has a low Li uptake potential (approximately 0.4 V vs.
Li/Li"), and is completely CMOS compatible [4,5].
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Unfortunately, Si-based electrodes suffer from poor
capacity retention caused by a large volume change (ap-
proximately 320%) of Si during Li insertion and extrac-
tion. This feature leads to cracking and pulverization of
Si-based electrodes induced by the large stresses, result-
ing in a loss of electric contact and eventually capacity
fading during cycling [6-8]. Various structural designs of
Si-based electrodes have been suggested to overcome
this disadvantage, such as nano- and microstructured Si,
porous Si, and Si nanotubes [7,9-15]. These approaches
have shown improved performance for Si materials in
lithium-ion batteries. The nanostructured Si can provide
sufficient intermediate space to withstand the large vol-
ume expansion involved with Li insertion and thus allow
for expeditious elastic strain associated with the degrad-
ation upon cycling. Nevertheless, these Si nanostructures
cannot be used commercially by now due to a difficult
and expensive preparation process being mostly not
compatible with standard silicon CMOS technology.
Moreover, the formation of a solid/electrolyte interphase
(SEI) at the interface layer between Si and the electrolyte
is an obstacle for applications. Recently, it has been re-
ported that metal silicide alloys composed of an active
or inactive metal material can supply a capacity en-
hancement and better cycle life of Si-based electrodes
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Figure 1 Morphological characterization of the metal (Au, Cu)-coated nb-Si electrodes. Cross-sectional SEM images of the (a) Au-coated
and (b) Cu-coated nb-Si electrodes showing where the elemental maps were obtained and corresponding element mapping images of Au, Cu,
O, and Si for metal (Au, Cu)-coated nb-Si electrodes. The upper right images of (a) and (b) show the summarized elemental signals.

[16-19]. It has been suggested that this is probably due
to the provision of a better contact and a better mechan-
ical stability for nanostructured Si electrodes.

In contrast to [16-19], we examine in this paper the
potential of a fully CMOS-compatible technology for
metal-coated 1-D nanowires on black silicon (nb-Si)
using inductively coupled plasma (ICP) etching and
successive coating by metal magnetron sputtering. As
we have shown recently, ICP-etched black silicon has
the potential to be a cost-competitive candidate for
large-area nanostructured silicon anodes [20]. Metallic

additive materials for Si-based electrodes are classified
as active materials and inactive materials. The active
materials can be influenced by Li ions, whereas the in-
active materials are impervious to Li ions. For compari-
son and evaluation of both metallic additive materials,
we used gold (Au) as a representative active metal
material and copper (Cu) as an inactive metal material,
respectively. We will show that also in the case of
metal-coated nb-Si as anode, the electrochemical per-
formance is better than in pristine nb-Si and discuss the
influence of the metal thickness.
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Figure 2 Comparison of X-ray diffraction (XRD) patterns of the metal (Au, Cu)-coated and pristine nb-Si electrode.
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Methods

Materials and preparation

The nb-Si anode has been provided by direct ICP etch-
ing with a gaseous mixture comprised of SiFg and C,Fg
as discussed recently by us [20]. To achieve the deep nb-Si
structure, the plasma etching process demands alternating
plasma steps, including etching of Si and deposition of a
passivation layer. This sequence etching process can gen-
erate the highly ordered nanostructured black Si [20,21].
ICP etching was carried out on polished 525 +25 pum-
thick n-type Si (100)-oriented wafers with a resistivity of 1
to 5 Q cm. To remove the fluorinated groups (-C,F,-)
from the nb-Si surface induced by the ICP etching
process, nb-Si was treated by heat. Afterwards, the wafer-
scale nb-Si sample was broken into small pieces of suitable
size of about 10 mm in diameter. Eventually, we prepared
long nb-Si electrodes with a length of 28 um and a
diameter of approximately 730 nm. The average dis-
tance between the nanowires was about 1 pm. Au and
Cu were deposited onto the surface of the nb-Si elec-
trode in a sputter coater (108auto, Cressington Scien-
tific Instruments Ltd.,, Watford, Hertfordshire, UK),
equipped with a high-resolution thickness monitor sys-
tem (MTM10, Cressington Scientific Instruments Ltd.,
Watford, Hertfordshire, UK). We prepared four metal
(Au, Cu)-coated nb-Si electrodes with a thickness of 20
and 50 nm, respectively.

Measurements

Electrochemical measurements of the nb-Si electrode
were carried out by using Swagelok cells (Swagelok
Company, Solon, OH, USA). Li metal foil was used as a
counter/reference electrode. The backside of the nb-Si

was contacted mechanically with Cu foil as a current
collector without binder and electronic conductive ma-
terial. Both cathode and anode electrodes were separated
by a glass fiber filter paper (Whatman GF/B, Sigma-
Aldrich, St. Louis, MO, USA), wetted with electrolyte.
The electrolyte was 1 M LiPFg¢ in 1:1 (w/w) ethylene car-
bonate (EC) and diethyl carbonate (DEC) (Merck KGaA,
Darmstadt, Germany). The cycling of the nb-Si electrode
has been performed using the galvanostatic charge/dis-
charge electrochemical technique with the Neware battery
testing system (Neware Technology Limited., Shenzen,
China). These cells were assembled and disassembled in
an Ar-filled glove box (<0.1 ppm oxygen) at room
temperature. The specific capacity of nb-Si was calcu-
lated based on the bare surface area. The discharge
sequence represents lithiation due to the Si anode cell
in this work. The surface morphology was characterized
by field-emission scanning electron microscopy (FE-SEM,
JSM-7401 F, JEOL Ltd., Tokyo, Japan) and energy-
dispersive spectroscopy, and the X-ray diffraction (XRD)
patterns were obtained by D/MAX-2200 V/PC (Rigaku,
Tokyo, Japan) with Cu Ka radiation.

Results and discussion

Figure 1 shows SEM images of the as-prepared Au- and
Cu-coated nb-Si electrodes, respectively. The vertically
aligned Si structures were obtained by direct sequence
ICP etching and magnetron sputtering technique on the
Si substrate. As an original part of the Si substrate, the
nb-Si ensures an effective charge transport through dir-
ect electric pathways. The element distribution of the
metal coating was characterized by energy-dispersive X-
ray spectroscopy (EDS) mapping. The Au and Cu images
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show the uniform lateral distribution of the metal along
the nanowires with hardly any agglomeration. However,
an intense signal of the metal was detected in the upper
part, resulting from the fact that the metal elements can
only penetrate into the top part of the nb-Si due to the
physical nature of the sputtering process. The oxygen
images are attributed to the surface oxidation covering
nb-Si, and the Si images correspond to the morphology
of nb-Si electrodes in the SEM images, respectively.
These results confirm that the metal-coated nb-Si elec-
trode is composed of silicon nanowires covered with a
uniform Au and Cu coating with a small amount of na-
tive oxide on the nb-Si surface.

To determine the structural properties of metal-coated
nb-Si, XRD patterns of the metal-coated nb-Si were
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compared with those of the pristine nb-Si. Figure 2
shows XRD patterns of Cu-coated, Au-coated, and pris-
tine nb-Si. The XRD patterns of metal-coated nb-Si indi-
cate that diffraction peaks are associated with crystalline
structures of Au (111), (200), (220), and (311) regarding
Au-coated nb-Si, and Cu (111) regarding Cu-coated nb-
Si, respectively. In addition, peaks of crystalline silicon
were detected, such as (111), (220), and (311). The in-
tensity of the Si (400) peak at ca. 70 26 is high compared
to others induced by the large crystalline Si substrate.
To investigate the cycling performance of metal (Au,
Cu)-coated nb-Si electrodes, we used the galvanostatic
electrochemical technique at a constant current density
of 50 pA cm 2. The voltage range was from 0.1 to 2.0 V
(vs. Li/Li*). Figure 3a shows the first charge/discharge
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Figure 3 Initial galvanostatic charge/discharge curves of the nb-Si electrode. The voltage range is between 0.1 and 2.0 V (vs. Li/Li*) at a constant
current density of 50 uA cm ™2, The first cycle of the (a) Au-coated and (b) Cu-coated nb-Si electrode compared with that of the pristine nb-Si electrode.

400 600 800




Lee et al. Nanoscale Research Letters 2014, 9:613
http://www.nanoscalereslett.com/content/9/1/613

Page 5 of 8

g2 4 6 8

same as for Figure 3.

1200 —
o —o— Au(20nm) nb-Si
£ —u— Au(50nm) nb-Si
o —a—Cu(20nm) nb-Si
% —a—Cu(50nm) nb-Si
= 800 - —a —e— pristine nb-Si
I—I-..,.
g‘ ““l—-l\.__.\ .
" a—0 ~a
g _"'-‘-KA“':A»-A—‘-.. M"“‘--
§ . .‘_.H‘ __g_“‘:‘:s&faml:’kn-‘
Py e
9 \‘."“‘.__.
o —0—
.S .-—.—-.—»r—.—-.-..._,. _.__._._.
wn
Q 0 P (R [ [T SR MRS (ST A O eV W (e |

Cycle Number

Figure 4 Discharge capacities versus cycle number for the nb-Si electrodes. Plot of the discharge capacities for the Au-coated (red squares)
and Cu-coated (blue triangles) nb-Si electrodes compared with the pristine (black circles) nb-Si electrode. The performance cycle condition is the

1012 14 16 18 20

curves of 20- and 50-nm Au-coated nb-Si. The first dis-
charge capacity reached 7055 and 1,161.5 pAh cm™
with a coulombic efficiency of 44.3% and 47.2%, respect-
ively. This is significantly higher than that of pristine nb-
Si. Moreover, the discharge capacity of Au(50)-coated
nb-Si is higher than that of Au(20)-coated nb-Si. This is
because Au could contribute to form Au-Li-Si alloys as
an active material for lithium-ion battery systems. In com-
parison, the first discharge capacity of Cu(20)- and Cu
(50)-coated nb-Si was 716.1 and 632.7 pAh cm 2, giving a
coulombic efficiency of 56.6% and 47.9%, respectively, in
Figure 3b. This is still slightly higher compared to pristine
nb-Si as well. However, the increase is not as strong as in
the case of the Au coating since Cu is an inactive material.
In addition, the discharge capacity of the thin Cu(20) coat-
ing is slightly higher than that of the thick Cu(50) coating
in contrast to the Au coatings. Regarding the influence of
the different thicknesses of Au and Cu, the Au coating
shows a significant enhancement in capacity with increas-
ing thickness of Au. In contrast, the thickness of the Cu
coating has hardly any influence on the specific capacity at
the first cycle. Note that all prepared metal-coated nb-Si
electrodes show a relative low coulombic efficiency of
around 50%, mainly resulting from the slow reaction paths
along the huge specific surface area. Figure 4 shows the
discharge capacity of the metal-coated nb-Si electrode
versus cycle number at a constant current density of
50 wA cm > Whereas pristine nb-Si has a remaining
capacity of only 24% after 20 cycles, the 50-nm Cu-
coated samples still have about 70% (Table 1).

Our electrochemical cycling results show that the
metal coating can improve not only the discharge cap-
acity but also the capacity retention compared to pris-
tine nb-Si, confirming previous results on other silicon
nanostructures [9,16-18] and extending it to CMOS-
compatible processes. Therefore, we further investigated
with cyclic voltammetry (CV) the Au-coated and Cu-
coated nb-Si electrodes in the potential range between
0.01 and 2.5 V (vs. Li/Li*) at a scan rate of 0.5 mV s}
(as shown in Figure 5). In Figure 5a for the Au-coated
nb-Si, a characteristic peak at about 0.15 V indicates the
onset of formation of the Li-Si alloy during discharging,
and a peak at about 0.5 V implies the Li-Si de-alloying
during charging. These peaks have shifted to a slightly
higher potential of approximately 0.25 V and appro-
ximately 0.6 V, respectively, during cycling. In the same

Table 1 Discharge capacity and capacity retention of
pristine nb-Si and metal (Au, Cu)-coated nb-Si electrodes

Sample 1st 20th Capacity
(MAh cm™2) (MAh cm™2) retention (%)
Pristine nb-Si 5823 1423 244
Au(20)-coated nb-Si 7053 389.0 552
Au(50)-coated nb-Si 1,161.5 3521 303
Cu(20)-coated nb-Si 716.1 3633 50.7
Cu(50)-coated nb-Si 632.7 4404 69.6

Constant current density of 50 uA cm™2, potential range from 0.1 to 2.5 V

(vs. Li/Li").
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Figure 5 Cyclic voltammograms for the metal (Au, Cu)-coated nb-Si electrodes. The cycle voltage range is between 001 and 2.5 V (vs. Li/Li")
at scan rate of 0.5 mV s~ Plot of cyclic voltammograms for the (a) Au-coated and (b) Cu-coated nb-Si electrodes.

manner, the Cu-coated nb-Si electrode shows a simi-
lar phenomenon at the first cycle as shown in
Figure 5b. However, the following cycles show a dif-
ferent behavior. In the case of the Au-coated nb-Si
electrode, the current peak increased rapidly within
about 15 cycles since Au as an active material leads to
an increasing specific capacity by forming Au-Li-Si al-
loys, as mentioned before, and then stagnated or de-
creased a little after subsequent cycles. In contrast,
the current peak of the Cu-coated nb-Si electrode in-
creased gradually up to the 30th cycle. Note that the
Au metal is more active with Li-Si alloying/de-alloying
than the Cu metal at the beginning of cycles, resulting
in the initial high specific capacity. To further verify

the improved behavior of the morphology and volume
changes of metal-coated nb-Si, particularly the Cu-
coated samples, we performed SEM analysis of the
metal-coated nb-Si at a full delithiation after 50 cycles
compared to a pristine one (as shown in Figure 6).
Most of the metal-coated nb-Si retained their original
shape without cracking or fracturing. The metal-coated
nb-Si show only slight deformations and volume changes,
resulting from the amorphization during continuous
cycling.

Conclusions
We developed a fully CMOS-compatible technology for
the fabrication of Au- and Cu-coated nb-Si anodes for
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(b) Cu(50)-coated nb-Si electrodes.

Figure 6 Cross-sectional SEM images of the nb-Si electrode after 50 cycles. The cells were charged to 2.0 V (vs. Li/Li"). (a) Pristine nb-Si and

microbatteries with a similar capacity and stability com-
pared to conventional carbon-based technologies. The
silicon nanowire anodes are prepared by ICP etching
method of silicon and successive magnetron sputtering
of metals. In particular, Cu-coated (50 nm) nb-Si has
the lowest capacity fading and a stable capacity reten-
tion during cycling. The difference of the electrochem-
ical properties of Cu and Au can be explained by the
better adhesion of copper on silicon in line with recent
in situ experiments [22]. We believe further improve-
ments of the capacity can be made by continuing to
optimize the electrolyte/anode interface.

Abbreviations
CMOS: complementary metal-oxide semiconductor; ICP: inductively coupled
plasma; SEI: solid/electrolyte interphase.

Competing interests
The authors declare that they have no competing interests.

Authors’ contributions

GL designed the experiments, performed the fabrication and the
measurements, and managed the interpretation of data. GL and SLS drafted
the manuscript. RBW supervised the project. All authors discussed the results
and commented on the manuscript. All authors read and approved the

final manuscript.



Lee et al. Nanoscale Research Letters 2014, 9:613
http://www.nanoscalereslett.com/content/9/1/613

Acknowledgements
This study was performed with assistance from the research fund of the
Fraunhofer Institute for Mechanics of Materials WM.

Received: 26 September 2014 Accepted: 5 November 2014
Published: 14 November 2014

References

1.

20.

Roberts M, Johns P, Owen J, Brandell D, Edstrom K, El Enany G, Guery C,
Golodnitsky D, Lacey M, Lecoeur C, Mazor H, Peled E, Perre E, Shaijumon
MM, Simon P, Taberna PL: 3D lithium ion batteries—from fundamentals
to fabrication. J Mater Chem 2011, 21:9876-9890.

Scrosati B, Garche J: Lithium batteries: status, prospects and future.

J Power Sources 2010, 195:2419-2430.

Ellis BL, Knauth P, Djenizian T: Three-dimensional self-supported metal
oxides for advanced energy storage. Adv Mater 2014, 26:3368-3397.
Huggins RA: Lithium alloy negative electrodes. J Power Sources 1999,
81:13-19.

Szczech JR, Jin S: Nanostructured silicon for high capacity lithium battery
anodes. Energy Environ Sci 2011, 4:56-72.

Beaulieu L, Hatchard T, Bonakdarpour A, Fleischauer M, Dahn J: Reaction of
Li with alloy thin films studied by in situ AFM. J Electrochem Soc 2003,
150:A1457-A1464.

Chan CK, Peng H, Liu G, Mcllwrath K, Zhang XF, Huggins RA, Cui Y:
High-performance lithium battery anodes using silicon nanowires.

Nat Nanotechnol 2007, 3:31-35.

Li H, Huang X, Chen L, Wu Z, Liang Y: A high capacity nano Si composite
anode material for lithium rechargeable batteries. Electrochem Solid State
Lett 1999, 2:547-549.

Shin H, Corno JA, Gole JL, Liu M: Porous silicon negative electrodes for
rechargeable lithium batteries. J Power Sources 2005, 139:314-320.

Kang D, Corno JA, Gole JL, Shin H: Microstructured nanopore-walled
porous silicon as an anode material for rechargeable lithium batteries.
J Electrochem Soc 2008, 155:A276-A281.

Cui L, Ruffo R, Chan CK, Peng H, Cui Y: Crystalline-amorphous core-shell
silicon nanowires for high capacity and high current battery electrodes.
Nano Lett 2008, 9:491-495.

Kim H, Han B, Choo J, Cho J: Three-dimensional porous silicon particles
for use in high-performance lithium secondary batteries. Angew Chem Int
Edit 2008, 120:10305-10308.

Song T, Xia J, Lee J, Lee DH, Kwon M, Choi J, Wu J, Doo SK, Chang H, Park
WI, Zang DS, Kim H, Huang Y, Hwang K, Rogers A, Paik U: Arrays of sealed
silicon nanotubes as anodes for lithium ion batteries. Nano Lett 2010,
10:1710-1716.

Park M, Kim MG, Joo J, Kim K, Kim J, Ahn S, Cui Y, Cho J: Silicon nanotube
battery anodes. Nano Lett 2009, 9:3844-3847.

Astrova E, Fedulova G, Smirnova |, Remenyuk A, Kulova T, Skundin A:
Porous silicon based negative electrodes for lithium ion batteries.

Tech Phys Lett 2011, 37:731-734.

Sethuraman VA, Kowolik K, Srinivasan V: Increased cycling efficiency and
rate capability of copper-coated silicon anodes in lithium-ion batteries.
J Power Sources 2011, 196:393-398.

Ossei-Wusu E, Cojocaru A, Hartz H, Carstensen J, Foll H: Silicon nanowires
made via macropore etching for superior Li ion batteries. Phys Status
Solidi A 2011, 208:1417-1421.

Vlad A, Reddy AL, Ajayan A, Singh N, Gohy JF, Melinte S, Ajayan PM: Roll up
nanowire battery from silicon chips. Proc Natl Acad Sci U S A 2012,
109:15168-15173.

Thakur M, Isaacson M, Sinsabaugh SL, Wong MS, Biswal SL: Gold-coated
porous silicon films as anodes for lithium ion batteries. J Power Sources
2012, 205:426-432.

Lee G, Schweizer SL, Wehrspohn RB: Electrochemical characteristics of
plasma-etched black silicon as anode for Li-ion batteries. J Vac Sci
Technol A 2014, 32:061202.

21.

22.

Page 8 of 8

Volland B, Shi F, Hudek P, Heerlein H, Rangelow IW: Dry etching with
gas chopping without rippled sidewalls. J Vac Sci Technol B 1999,
17:2768-2771.

McDowell MT, Woo Lee S, Wang C, Cui Y: The effect of metallic coatings
and crystallinity on the volume expansion of silicon during
electrochemical lithiation/delithiation. Nano Energy 2012, 1:401-410.

doi:10.1186/1556-276X-9-613

Cite this article as: Lee et al: CMOS-compatible metal-stabilized
nanostructured Si as anodes for lithium-ion microbatteries. Nanoscale
Research Letters 2014 9:613.

Submit your manuscript to a SpringerOpen®
journal and benefit from:

» Convenient online submission

» Rigorous peer review

» Immediate publication on acceptance

» Open access: articles freely available online
» High visibility within the field

» Retaining the copyright to your article

Submit your next manuscript at » springeropen.com




	Abstract
	Background
	Methods
	Materials and preparation
	Measurements

	Results and discussion
	Conclusions
	Abbreviations
	Competing interests
	Authors’ contributions
	Acknowledgements
	References


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.440 793.440]
>> setpagedevice


